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excellence in total ergonomics

PACKAGING NOTES

DESCRIPTIONMODEL CONTROL ARM FABRIC FEATURES DIMENSIONS

CODE DESCRIPTION LIST UPCHARGE

AB ASSEMBLED IN BAG $0

BAC BACK ASSEMBLED IN CARTON $0

VESTA
* FOR ARMLESS CODE
  USE A00

MODEL NUMBER CONTROL ARMS FRAME COLORS

* CHROME FRAME COLOR (CF) IS NO LONGER AVAILABLE AND HAS BEEN REPLACED WITH POLISHED ALUMINUM (PF)

3 0 . . A F. .X 1 .
MESH COLOR CASTERS PACKAGING

M . .
BASE

C 8 S . . .B A 1 0

ARM OPTIONS

BASE OPTIONS

FRAME COLORS

MESH COLORS

CASTER OPTIONS

(FRAME)

26” High Pro� le Aluminum 
Base - Black Powder Coat

BA10B
STD

26” High Pro� le Aluminum 
Base - Silver Powder Coat

BA10S
STD

26” High Pro� le Aluminum 
Base - Polished

BA10P
STD

ALL MESH

MID-BACK 
DYNAMIC SYNCHRO 

Use for a variety of general of� ce 
seating, including private of� ce 
and conference room seating

HIGH-BACK
DYNAMIC SYNCHRO 

Use for a variety of general of� ce 
seating, including private of� ce 
and conference room seating

10” STOOL DYNAMIC 
SYNCHRO 

Use for work surfaces 
up to 42 inches high

8” STOOL DYNAMIC 
SYNCHRO 

Use for work surfaces 
up to 36 inches high

M

1020

1120

1120

1145

M

1145

1245

1245

1270

M

1145

1245

1245

1270

M

1145

1245

1245

1270

ARMLESS

A28

A29

A30

ARMLESS

A28

A29

A30

ARMLESS

A28

A29

A30

ARMLESS

A28

A29

A30

SEAT SLIDER (SS) - STANDARD

SEAT SLIDER (SS) - STANDARD

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj. 

• Standard with heavy duty casters

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COL:

WEIGHT:

26.5 

25.0

41.0-45.5

19.5

17.0-18.5

17.0-21.5

19.5

23.5

7.5 SQ FT

54.0 LB

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COL:

WEIGHT:

26.5 

25.0

50.0-54.5

19.5

17.0-18.5

17.0-21.5

19.5

23.5

7.5 SQ FT

56.0 LB

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

• Height adj. 20” diameter footring

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COL:

WEIGHT:

26.5 

25.0

50.5-60.5

19.5

17.0-18.5

26.0-36.0

19.5

23.5

7.5 SQ FT

60.0 LB

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

• Height adj. 20” diameter footring

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COL:

WEIGHT:

26.5 

25.0

46.5-56.5

19.5

17.0-18.5

22.0-30.0

19.5

23.5

7.5 SQ FT

59.0 LB

75mm Hoodless Casters

C8S
STD

Height Adjustable Arm 
with 19” Interior Width

A28
$100

Height Adjustable Arm
with 17.5” Interior Width

A29
$100

Height/Width Adjustable Arm
w/ Sliding Pad

A30
$125

GSA SIN # 711-18

• Executive, task, stool and conference seating
• Choice of 3 frame colors, 6 mesh back colors 
• Aluminum base standard 
• Warranted to 300 lbs. 
• CAL TB 133 Fire Code approved

3060

3061

3080

3063

X1

X1

X1

BLACK

BF

SILVER

SF

POLISHED

PF

X1 BLACK

M11

GRAY

M12

SILVER

M13

GREEN

M14

RED

M15

BLUE

M16

226 227
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excellence in total ergonomics

PACKAGING NOTES

DESCRIPTIONMODEL CONTROL ARM FABRIC FEATURES DIMENSIONS

CODE DESCRIPTION LIST UPCHARGE

AB ASSEMBLED IN BAG $0

BAC BACK ASSEMBLED IN CARTON $0

FABRIC/LEATHER

* FOR ARMLESS CODE
  USE A00

MODEL NUMBER CONTROL ARMS FRAME COLORS

* CHROME FRAME COLOR (CF) IS NO LONGER AVAILABLE AND HAS BEEN REPLACED WITH POLISHED ALUMINUM (PF)

3 0 . . A F. .X 1 . .
MESH COLOR GRADE CASTERS PACKAGING

M . . C 8 S . . ..
BASE

B A 1 0

FRAME COLORS

MESH COLORS

ARM OPTIONS

BASE OPTIONS

CASTER OPTIONS

75mm Hoodless Casters

C8S
STD

Height Adjustable Arm 
with 19” Interior Width

A28
$100

Height Adjustable Arm
with 17.5” Interior Width

A29
$100

Height/Width Adjustable Arm
w/ Sliding Pad

A30
$125

26” High Pro� le Aluminum 
Base - Black Powder Coat

BA10B
STD

26” High Pro� le Aluminum 
Base - Silver Powder Coat

BA10S
STD

26” High Pro� le Aluminum 
Base - Polished

BA10P
STD

BLACK

M11

GRAY

M12

SILVER

M13

GREEN

M14

RED

M15

BLUE

M16

MESH BACK UPHOLSTERED SEAT

MID-BACK
DYNAMIC SYNCHRO 

Use for a variety of general of� ce 
task seating, including private of� ce 
and conference room seating

HIGH-BACK
DYNAMIC SYNCHRO 

Use for a variety of general of� ce 
task seating, including private of� ce 
and conference room seating

10” STOOL 
DYNAMIC SYNCHRO 

Use for work surfaces 
up to 42 inches high

8” STOOL 
DYNAMIC SYNCHRO 

Use for work surfaces 
up to 36 inches high

A/COM B C D E F G L3/COL L4 L5

1095 1130 1155 1190 1230 1275 1325 1140 1195 1235

1195 1230 1255 1290 1330 1375 1425 1240 1295 1335

1195 1230 1255 1290 1330 1375 1425 1240 1295 1335

1220 1255 1280 1315 1355 1400 1450 1265 1320 1360

A/COM B C D E F G L3/COL L4 L5

1220 1255 1280 1315 1355 1400 1450 1265 1320 1360

1320 1355 1380 1415 1455 1500 1550 1365 1420 1460

1320 1355 1380 1415 1455 1500 1550 1365 1420 1460

1345 1380 1405 1440 1480 1525 1575 1390 1445 1485

ARMLESS

A28

A29

A30

ARMLESS

A28

A29

A30

ARMLESS

A28

A29

A30

ARMLESS

A28

A29

A30

SEAT SLIDER (SS) - STANDARD

SEAT SLIDER (SS) - STANDARD

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COM:

COL:

WEIGHT:

26.5 

25.0

41.0-45.5

19.5

17.0-18.5

17.0-21.5

19.5

23.5

1.1 YDS

7.5 SQ FT

54.0 LB

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

• 3-way adjustable headrest

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COM:

COL:

WEIGHT:

26.5 

25.0

50.0-64.5

19.5

17.0-18.5

17.0-21.5

19.5

23.5

1.1 YDS

7.5 SQ FT

56.0 LB

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

• Height adj. 20” diameter footring

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COM

COL:

WEIGHT:

26.5 

25.0

50.5-60.5

19.5

17.0-18.5

26.0-36.0

19.5

23.5

1.1 YDS

7.5 SQ FT

60.0 LB

• Pneumatic seat height adjustment 

• Side adjustable tilt tension control 

• Back and seat tilt in 2.6:1 ratio 

• 26° tilt of back, 10° seat tilt 

• 11 locking positions 

• 2 position forward seat angle adj. 

• Standard seat slider adds 2” adj.

• Standard with heavy duty casters

• Height adj. 20” diameter footring. 

WIDTH:

DEPTH:

HEIGHT:

SEAT WIDTH:

SEAT DEPTH:

SEAT HEIGHT:

BACK WIDTH:

BACK HEIGHT:

COM:

COL:

WEIGHT:

26.5 

25.0

46.5-56.5

19.5

17.0-18.5

22.0-30.0

19.5

23.5

1.1 YDS

7.5 SQ FT

59.0 LB

A/COM B C D E F G L3/COL L4 L5

1220 1255 1280 1315 1355 1400 1450 1265 1320 1360

1320 1355 1380 1415 1455 1500 1550 1365 1420 1460

1320 1355 1380 1415 1455 1500 1550 1365 1420 1460

1345 1380 1405 1440 1480 1525 1575 1390 1445 1485

A/COM B C D E F G L3/COL L4 L5

1220 1255 1280 1315 1355 1400 1450 1265 1320 1360

1320 1355 1380 1415 1455 1500 1550 1365 1420 1460

1320 1355 1380 1415 1455 1500 1550 1365 1420 1460

1345 1380 1405 1440 1480 1525 1575 1390 1445 1485

GSA SIN # 711-18

• Executive, task, stool and conference seating
• Choice of 3 frame colors and 6 mesh back colors 
• Aluminum base standard 
• Warranted to 300 lbs. 
• CAL TB 133 Fire Code approved

3065

3066

3085

3068

X1

X1

X1

X1

BLACK

BF

SILVER

SF

POLISHED

PF

(FRAME)

228 229




